CAMtOOL

Enjoy Mechanical Maintenance !

Novel Addition to the Spanners' Family
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CAMtOOL Auto-Gripping Devices

INTRODUCTION
Some operations during mechanical maintenance are always tedious, cumbersome & time
consuming by conventional method. Those are like..

Now, CAI\/I'[OOL® is the revolutionary

Removing & fixing the Studs.

Removing damaged Socket/Allen head bolts (damaged in hex slot).

Removing threaded dowel pins.
Removing press fitted dowel pins.

Removing rounded fasteners & objects etc.

solution on these hurdles.

SALIENT FEATURES

e Auto locking on round portion in both clockwise &
anticlockwise direction.
e More than 70% time saving than conventional method.

e Fatigue free operation.

e Easy operation even by an unskilled worker.

HANDLE

e \ery less chances of breakage of studs inside the body. GrRIPON (T

UNTHREADED / / CAM LOCK

e Grip onunthreaded/non-working portion of the stud. NPoRnonor | N A\ R ¢-ASSEMBLY
e Slip free operation.

® From a safety point of view using CAMtOOL is safer than
other conventional methods.

EXAMPLES OF WORKING

FOR STUDS

Clockwise for tightening

Anticlockwise
for removing

Anticlockwise
for removing

THE STUD

® Select proper size of CAMtOOL & insert as shown in figure.
® Rotate CAMtOOL either by handle or open end / ring spanner.
( Avoid hammering / striking / slugging )
a) Anticlockwise for removing the stud.
b) Clockwise for tightening the stud.
@ Non-Impact Wrench can also be used to drive CAMtOOL.

CAMLtOOL upto size M12 or 1/2" can be used as Dowel pin puller.

® Select proper size of CAMtOOL for removing Dowel pin.

® Minimum 7 mm projection of dowel is required for gripping.

® Insert CAMtOOL as shown infigure.

® Startrotating CAMtOOL anticlockwise. As soon as the dowel
starts rotating along with CAMtOOL, start pulling in upward
direction. Ensure that the rotating and pulling action of the
spanner should be carried out simultaneously.



STANDARD CAMtOOL SETS

{

e Standard 'Metric'(mm) Set of CAMtOOL
Contents : M6, M8, M10, M12, M14, M16, M18, M20, M22, M24 (10 pcs.)

® Standard 'Imperial’ (inch) Set of CAMtOOL
Contents : 1/4", 5/16", 3/8", 7/16", 1/2", 9/16", 5/8", 3/4", 7/8", 1" (10 pcs.)
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Important : 1) Roller assembly inside CAMtOOL should be freely moving. Clean this with
Diesel / Kerosene by brush and compressed air.
2) use Impact tools.
3) Owing to continuous improvement, design & dimensions are subject to
change without prior notice.




APPLICATIONS

CAMtOOL sets are very useful for mechanical maintenance in various fields like :
Refineries, Power Plants, Railways, Shipyards, Petro Chemical, Steel Plants,
Sugar Industries, Fertilizer Plants, Cement Plants, Paper Industries,
Chemical Plants, Oil & Gas, Mining, Automobile Industries, Defence
Establishements, Aviation etc.
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Above names, symbols, logos etc. are for reference purposes onIy and in no way imply that any part is the product of said manufacturers.
These names, symbols, logos etc. are registered trademarks of their respective owners.

Indian Railways Reliance Industries Ltd. TATA Steel Ltd.
Hindustan Petroleum Corporation Ltd. Naval Dockyard (Indian Navy) IFFCO

Indian Qil Corporation Ltd. NTPC Ltd. ENOC, UAE

Nuclear Power Corporation of India Ltd. Hindalco Indsutries Ltd. Triveni Turbines
Karnataka Power Corporation Ltd. Singareni Collieries Ltd. Jindal Steel & Power Ltd.
Gujrat Narmada Valley Fertilizers Co. Ltd. = KSB Pumps Ltd. Jindal Saw Ltd.

Gujrat Alkalies & Chemicals Ltd. Mody Pumps (India) Pvt. Ltd. Northern Coalfields Ltd.
Oil India Limited Hindustan Shipyard Ltd. Kirloskar Oil Engines Ltd.
JSW Ispat Steel Ltd. National Fertilizers Ltd. Laxmi Hydraulics Pvt. Ltd.
JSW Steel Ltd. Sulzer Pumps India Ltd. Microfinish Pumps Ltd.
Sasan Power Ltd. MSRTC, BEST, APSRTC TAFE
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E-mail : mycamtool@gmail.com, info@camtoolkit.com | Website : www.camtoolkit.com



	Page 1
	Page 2
	Page 3
	Page 4

